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FRONT COVER — Parkgate Trailed Deep Tine & Draining Plough Arched Beam Model!
fitted with double thraw (deep) tine mouldbaard.



THE PARKGATE
TRAILED FORESTRY TINE

& DRAINAGE PLOUGH

This implement was originally designed to
meet the requirements of the Forestry
Commission in Great Britain. It is now also
extensively used by private woodland owners
and contractors both in Britain and abroad who
have found usual types of agricultural ploughs
quite inadequate in coping with the severe
conditions met in forestry operations.
Cultivation of boulder strewn hillsides and
felled woodland sites or drainage of wet peaty
soils for forestry needs a plough of exceptional
ruggedness and strength. Twenty five years of
continual developments have shown the
Parkgate Tine and Drainage ploughs to be
capable of producing results demanded by
foresters.

The Traided Plough with a Doubile Thraw Turfing Mouldboard.




The basic plough consists of a main beam and
transport carriage which are fabricated from heavy
walled box section. The adjustible drawbar is also
constructed from box section and is fitted with a safety
sheer pin device incorporated in the draw coupling. The
plough carriage includes ten stud roller bearing hubs
fitted with large steel rims and 12.4/11 x 36 tyres.
Where ploughing in excessively soft conditions is
encountered twin wheels can be fitted to the transport
carriage to increase floatation.

The depth of furrow produced by the plough is
determined by a strong depth control screw fixed to the
plough transport carriage. This method of controlling
the depth of furrow is employed on all Parkgate Trailed
Ploughs.

Both single and double tine mouldboards are available
for use on this plough for ploughing down to depths of
45 cm. Also available are single and double draining and
turfing mouldboards for ploughing down to depths of 60
cm.

A crawler tractor of approx 70HP is desirable to
handle this plough but on peat drainage work where
lower drawbar pulls are encountered a smaller tractor
can be used. To operate this plough the tractor must be
fitted with a hydraulic pump and control vaive to
operate the single acting hydraulic ram fitted to the
plough.




The Trailed Plough fitted with a single throw tine mouldboard

THE PARKGATE LAND
RECLAMATION TRAILED

PLOUGH

This plough is of similar construction to that
of the Parkgate Forestry Tine and Draining
Plough. In addition it is designed to plough
level with one wheel running in the furrow and
the other on the land., The drawbar is offset
enabling the towing tractor to run on the land
away from the previously ploughed furrow.
The result being completely ploughed rough
ground.

This plough uses a single tine mouldboard
for ploughing down to depths of 45 cm. and a
50 cm. disc coulter carried on heavy spring
loaded disc shears.

A crawler tractor of approx. 70 HP is
desirable to pull this plough. To operate the
plough the towing tractor must be fitted with a
hydraulic pump and control valve to actuate
the single acting hydraulic ram fitted to the
plough.








































